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RECOVERY OF AN ADVANCED UNMANNED SEARCH SYSTEM

BY THE

ADVANCED THETHERED VEHICLE
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San Diego, CA. 92135

Robert A. Bixler
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ABSTRACT

On 18 January 1991, a team from Naval Ocean System
Center, {NAVOCTANSYSCEN) San Diego, €A. and Navy
personnel from the Deep Submergence Unit Unmanned
Vehicles Detachment (UMVDET} recovered Advanced
Unmanned Search System (AUSS) using the Advanced
Tethered Vehicle (ATV). AUSS had beea undergolng
testing in a Southern California operating area. This
recovery marked a new era for the AUSS recuvery using
ROV assetls.,

INTRODUCTION

The Advanced Uamanned Search System {(AUSS) is a
free-descending/free-ascending search system with
communication to and from the surface on acoustic
channels only. Operational depths are 100 to 20,000
feet. There is normally no conrection between the
surface support craft and the AUSS vehicle. During
normal operations, AUSS may descend to the bottom
using {ts thrustecrs or desceatr weights, which are
released by an acoustic commaand when the vehicle is on
depth. After a dive is completed, ascent weights are
designed to be released through an acoustic command or
a backup corrosive release, which should release the
ascent weights 20-30 hours after AUSS is launched.

The ATV is a self-contained, remotely operated
vehicle designed to conduct underwater operations ia
water depths of 20,000 feet. ATV was built by
NAVOCEANSYSCEN, Hawali and at the time of this
recovery, was in a jolnt test and evaluation phase
with NAVOCEANSYSCEN, San Diego and Navy personnel from
UMVDET.

RECOVERY

At 2000 on the evening of Thursday, i/ Januvary
1991, the NAVOCEANSYSCEN Duty Officer received a call
from the AUSS project manager aboard the MARSEA 15,
which was at sea approximately 10 miies off the coast
of Encinitas, CA. The MARSEA 15 is the support ship
used by NAVOCEANSYSCEN for both AUSS and ATV
operations {both were onboard). The AUSS vehicle was
in the water at a depth of 550 feet and not responding
to communications and recovery attempts. As a result,
the AUSS vehicle was mnot under command; floating
peutrally buoyant. Watar depth was approximately 2500
feet. Although AUSS was being acoustically tracked
using an Ultra~-Short Baseline (USBL) mnavigation
gystem, it was drifting south with the curreat.
Besides the potential to lose track of the AUSS
vehicle, there was no guarantee that the corrosive
release for the ascent weights would work.

A& request was relayed ta the ATV
for assistance In  rvecovering  the
Personnel from NAVOCEARSYSOEN
mustered, while the KAV
arranged 1o have a Torpedo #
transpartation, The ATV opetatyoon
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Although NAVOUEANSYSCEN,  ATA pernonne}
along, inclading the project rent dire
ATV uperations team vas comp
persvanel (one afficer and
direcior's role was primariivy Awsure o smualh
launch and recovery of ATV,
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ATV was deployed with a tvansponder, whipeh alicwed
it to be acoustically tracked with AUSS on the ultre-
short baseline system. Prilizing the navigation
display, which provided vehjcle depth along with
position, the ATV pilot cloged AiSS while mafintaining
the vehicle in the same depth stratum. ATV's obstarle
avoidance sonar, which is severcly Iimited by it's
very narrow beam width, was onlv used iunitially to
confirm that the USBL navigation display was accurate.
For the remainder of the operation, ATV was flown frow
the work package end, which has us sounar, but greater
video capabilities and Lhiv farce feedback
manipuiastors. The ATV c¢oumind ! control system
allows you to pilot the vehicle in either direction.
It was felt that the wost difficult part of this
recovery would be bringing the manipulators to bear
without losing visual contact with the AUSS vehicle.
Not having to rotate the vehicle after wisual
acquisition would greatly enhance the chance for
sucCess.

AUSS, with its large size and white palnt provided
an excellent sonar and visual targer. It could easily
be seen at distances of 5-10 meters. However, getting
hold of a free floating object was 3another matter.
The slightest touch to AUSS could cause it to move and
leave our field of view. Initially, attempts were
made to get a wire noose around one of the prepellers
using a makeshift tool. On three attempts visual
contact and proximity to AUSS was lost. On the last
attempt, the noose was lost and the wmanipulator
operator simply grabbed the fins on AUSS and brought
the tail in over ATV’s tool tray. Ascent was made
slowly to the surface, where s swimmer attached a
tagline to AUSS and 1t was subsequently recovered
onboard. The entire recovery tovak a total of two aad
half hours.
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From a sclentific aspect, this operation was
significant in that {t was a complex rvecovery of a
free-floating object easily accowplished by ATV. In
addition, Navy personnel demonstrated their ability to
operate a state-of-the-art remotely operated vehivle.
NWP 19-~3 DEEP OCEAN SEARCH, INSPECTION, AND RECOVERY,
a Naval Warfare Publication promulpated in the 70s
and only recently under revision, discusses ROV
operations In this wmanner: “Because of thetr
developmental nature, these devices are not operated
by fleet personnel. Skilled technicians and
scientlists who were Instrumeatal in their design
opetvate them.” Aaybody that believes this today does
not understand ROV s or the outstanding capabilities
of the sailors we have in the U.S. Navy, specifically
the submarine force. Personnel at the UMVDET nave
distinguished themselves as professionals, capable ot
successfully conducting complex ROV operations. Other
operations conducted as training evolutions using ATV
have included Deep Ocean Transponder Recovery, laying
small cables on the ocean hottom, and video survey of
submerged wreckage. Experienced ROV pllots from
Eastport laternational who have observed ATV
operations were impressed by the skill and experience
level of the IMVDET ATV pilots.
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o the area ot @aintenince, Nawvy persunnel have
consistently proven Thelr fechng. b shiiyty
malntaining the complex systems anso tated with KO
In a period af 12-18 monthe, sader 2l saporviaston of
NAVOCEANSYSTER satlors have
prrioreed virtually céery ftew  frowm
thrustsr  teplacement 1o fiber  uptis cable re-
termination. As with gny equipment thGese will aiways
be a nved for contracior and manafsc turer supp
pertorm depot level maratensnce, but the te
capability ot todays saflor shoulad suet be
ecstimared. Certalnoly the major feasen ftof The saro
that UMVDET has enjouved with ATY is o result o8t
ocutstanding design  and englavering  suppors  th
NAVOCEANSYSCER has provided.
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The sase professionaiism aod hipgh standar i
performance that are phe nors 15 fhe sub@adine §oy
are  being transfused into  devp  sadmerpence ROV
operdtion. As we move into the 1990 I believe Loar
the Navy will continue o prove (ts ability 10 oprtate
and @maintain ROV with o profiolency never betoge
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